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ﬁ—:m@ 2015 Ford F150 SuperCrew 6.5’

5" Wheel to Wheel Side Bars

PARTS LIST:
| 1 Driverfieft Sidebor | 2 10mm x 35mm Bolt Flates ]
1 me;mhgt Sidebar £ | 10mm x 20mm x Zmm Flat YWashers
6  Front/Center S-inch SB Mounting Brackets 4 10mm Lock Washers
1 Drivechelt Rear Orly Mounting Bracket ~ A& 10mm Hex Nuts !
1 Passenpecinicht Bear Cnly Mounting Bracket | 16 | £-1.25 x 25mm Hex Solts |
2 | 10mm Plstic Washers 34 Emm x24mm x Zmm Washers ]
18 | Bmen Plastic Washers 16 | Bmm Lock Washers I
2 10men » A0men T-Aolt Plates 18 | B1.25men Nylan Lock Nults |
Passangenright Rear Drivar/lefs Rear -~
r’/ Nouming Brackes Nounting lml&‘

‘]}—— (2] 18mm x 40sen T-Selt Plates

< 2] 18mm = 3%mum Balt Plates

‘ e [1B) Emm Flastic Washars
£

Left or Right 4—"  LaftorRRight
Mounting Brackets Mounting Erackals
PROCEDURE.

REMOVE CONTENTS FROM BOX. VERIFY ALL PARTS ARE PRESENT. READ INSTRUCTIONS
CAREFULLY BEFORE STARTING INSTALLATION, ASSISTANCE IS RECOMMENDED.,

1. Start the instalation uncer the driver sce of the vehide. Locaie the front factary running board
montion Incatian alana the innar sida of tha body, {Figura 1)

2. Slide (1) Flaslic Washer ‘aver each factory mounting stud in the body panel, [Figures 2 & 3).
IMPORTANT: Tha Piastic Washers ara designed 1o prevant conmosion betwean the sluminum body
paned and the steel mounting beacsets. Do not install the Brackets without the Plastic Washers.

3, Select{1) Mounting Brackel. NOTE: Tha (3) Bradckels ¥l allach 10 _UlQ (3} factory mouning ocaticns
ara universal and wil 1it kit o right side. Altach the Mounting Brackes 10 the (3} factory studs wath (3)
Bmm Flal Washarns anc (3) 8mm Nydon Lock Nuts, (Figure 4). Lesrve bardaure looss a1 this S,

4. Repaat Steps 1-—3 10 wstalltha (2) remaking cantar s0d raar diiver sde Brackets, (Figure 5).

5. Move to thes rear body mount ot the back of the cab. Locate the oval hols n the body mount =upport
directly 2bava tha squanng hola i tha side of the body panal, [Figure §), Thrgad (1) 10mm Flastic
Washer anto (1) 10mm x 40mm T-Bok, {Figure 7). Thread the Phastic Y asher all the way down the
thvaeadad 6ndd of tha T-Bok By hand, (phars can a0 ba used), bend tha sides of tha Plastic Washar up
around the skdes of the Bok Plate, (Figure 8).

8, Inaen tha Bok Flate and Washar into tha oval holka. Once the Bok Plata is i the hole, thread 8 second
Plastc Washer cown untf i s tight agains! the body panel, [Figure 9). If nacessary, use scssars to
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l ran plastic washer for apsier inslalation IMPORTANT Do not install the rear Bolt Pistes and
Brackets without the Plastic Washers.
7. Naxl, locsts the square hols in the side of the body panel, (Figure 6). Salect the 10mm x 35mm Bot
Flate and [1) 10mm Piastic Washar, (Figure 10) Repeat Steps 5 & 6 1o insen tha Salt Plate and
Plastic Washer into the square hole. Trim Plastic Washer as required, (Figure 11). Once the Bok Sate
i5 in the hole, thraad & secand Piashic Washar down until £ is 1ight 3gainst tha body panal (Figure 12),
B. Select the drver sice rear 8aacket Slide the Bracket over the (2) Bolt Plates. Astach the Bracket to tha
Bok Flates with [2) 10mm Fat Washers, (2] 10mm Lock Wsahers snd (2) 10men Hex Nuts, (Figure 13).
Leava hardware 10c6e a8 this tme.
8. Select the criverfefl Sidetar, Carefully position the Sidebar onto the (4) Mounting Brackets.
IMPORTANT: Do net slice, (irort 1o hack or rotatg), the Sidahar an the Brackets ar damaos 10 tha
finis!i on the Sidebar may resuk. Attach the Skdebar fo the Mounting Brackets with (8) &mm x 28mm
Hex Saits, (8] Bmm Lock Washars and (8) 8mm Flat Washars, (Figure 14), Do ndt tighten hardaars
10. Level and adust the Sicebar and tighten all hardware.
11, Rapeal Steps 1—10 10 insial the passencennioht Sidebar,
12. Do periccic rspaections 1o the installation 1o make sura that &l hardwarg is setura and tight,

To presect your Investment. wax ths product aller nstaling. Reguar waking & recommended to add 2 protective lopey
orver the Sresh, Do not urs sy type of zoksh o wax thel may contan abrasives that could damags the finish
For stainless steel Auminum palish may Be used to palish smalk seraiches and s2uffs on the Snish. Mid 502 may be
SO0 2% 1o Cean the Sidebar.
vor gloss black finishes: Mid sasp may be usad 4o cean the Sidebar,

Driverileft Sidebar Installaticn Pictured

(5. 2) Phastic Insulation Washer

I3 ovivec shds reae movniing Joentiomi =t 1S BT e Wadhorai

|3) Bmm Nylan Lock Nuts

l!\

 (3) Flastic
Irsulation Washars

- L IFig 3) Thread Plastic Washees onte #8 mounting
| siuds. Oriver side front lecaticn piciured [Fig 4) Typical Bracket iratallaticn illustrated

Pye2od 10458



Criverileft Sicedar Installabon Pictured

(3) 8mm Flaste Washers
() 8mm Flazt Washers

TE2E02-A R3304

2)
/ (3) 8mm Nylon Lock Nuts
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|Fig 5] Driver side front bracket inssalled

——

(Fig B] By hand, tend sides of Plastic Washer |
|up arcundd T-Dalt [pllers may also Be used)

|

(Fig 8) Insert T-Bok and folded Washer into oval
hole. Thread second Plastic Washer onte T-Belt
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Driveniett Sidebar Installation Pictured

o - 3 '

___[(Fi 10} 10mm Bo Plate || N
wih Flastic Washer l

(Fig 11) Band sides of Plastic

Waxher up srcund Bolt Plate. If
NOLASEArY, US0 SCISS0rs Lo cunt off

overhanging plastic. Cut washer
“un Bok Plate mstallaticn only

2] 16mm Flat Washers
12} 18mm Lock Washers
12} 10mm Hex Nuns
& . s 5 Y
Sl ,.-., ‘\,/t
(Fig 12} Insert Bolt Plate and Washer -
inta krwer square hole. Theead second -
Plastic Washer onto Bolt Plate ;

Attach Sidebar to cach

Ueacket withe

(12 8mm x 253mm Hux Buks

(2 3mm Loeck Wisbars
l(?) dmm Flat Warhees

Camplete Installaticn
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